
Material specification

Hot-dip galvanized and powder coated or powder galvanized and powder coated
steel construction of 80 x 80 mm profile,
Platforms made of durable anti-slip and waterproof plywood or HPL plate,
Side panels made of durable HDPE or HPL plate, resistant to weather conditions,
Moving elements made of durable HDPE or HPL plate, resistant to weather
conditions,
Double wall tube passage made of polypropylene,
Screws covered with plastic caps and/or stainless steel screws,
Safe end caps on top of the structure made of rubber or polypropylene,
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30 year guarantee 
Structural strength of steel and
stainless steel components

15 year guarantee 
Structural failure of steel
and stainless steel, for
dynamic equipment

10 year guarantee 
Structural failure of high density
polyethylene and high pressure
laminates components

5 year guarantee 
Corrosion of stainless steel
and hot dip galvanized and
powder coated components;
against bark beetles and rot in
case of wooden structural
elements

equipment intended for public playgrounds; 
equipment has a certificate issued by an accredited entity or a declaration of conformity;
no sharp edges or chinks that would pose a danger of jimming the head, fingers or any
other body parts;
anchoring on flat surface, 80/70/60 cm deep;
render is for reference only, the actual appearance of the equipment and its color may
vary;
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Surfaces according to EN 1176-1:2017
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